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Report Overview
Scope of Inspection
All components designated for inspection in the Internachi Standards of Practice are inspected, except as may be
noted in the "Limitations of Inspection" sections within this report. It is the goal of the inspection to put a home
buyer in a better position to make a buying decision. Not all improvements will be identified during this
inspection. Unexpected repairs should still be anticipated. The inspection should not be considered a guarantee or
warranty of any kind. Please refer to the pre-inspection contract for a full explanation of the scope of the
inspection. All documentation in this report is representative of the state and/or condition of the visible and
accessible areas of the home/structure at time of inspection only.
While the inspector makes every effort to find all areas of concern, some areas can go unnoticed. During the
course of the inspection, the inspector does not enter any area or perform any procedure that may damage the
property or its components or be dangerous to or adversely affect the health of the inspector or other persons.
Inspector may not be able to evaluate all surfaces of the home due to vegetation plantings and other obstructions.
It is not the intent of the inspector to damage any of these items during the visual assessment of the home. The
home inspector cannot diagnose the presence of lead or asbestos throughout the home. Lead and asbestos testing
can only be performed by a certified company equipped to do so. The home inspection is a visual process only to
determine the general overall condition and habitability of the structure.
You have contracted with Greater Purpose Home Inspections LLC to perform a generalist inspection in
accordance with the standards of practice established by InterNachi, a copy of which is available upon request.
Generalist inspections are essentially visual, and distinct from those of specialists, inasmuch as they do not
include the use of specialized instruments, the dismantling of equipment, or the sampling of air and inert
materials. Consequently, a generalist inspection and the subsequent report will not be as comprehensive, nor as
technically exhaustive, as that generated by specialists, and it is not intended to be. The purpose of a generalist
inspection is to identify significant defects or adverse conditions that would warrant a specialist evaluation.
Therefore, you should be aware of the limitations of this type of inspection, which are clearly indicated in the
standards. However, the inspection is not intended to document the type of cosmetic deficiencies that would be
apparent to the average person, and certainly not intended to identify insignificant deficiencies.
Most homes built after 1978, are generally assumed to be free of asbestos and many other common environmental
contaminants. However, as a courtesy to our clients, we are including some well documented, and therefore
public, information about several environmental contaminants that could be of concern to you and your family, all
of which we do not have the expertise or the authority to evaluate, such as asbestos, radon, methane,
formaldehyde, termites and other wood-destroying organisms, pests and rodents, molds, microbes, bacterial
organisms, and electromagnetic radiation, to name some of the more commonplace ones. Nevertheless, we will
attempt to alert you to any suspicious substances that would warrant evaluation by a specialist. However, health
and safety, and environmental hygiene are deeply personal responsibilities, and you should make sure that you are
familiar with any contaminant that could affect your home environment. You can learn more about contaminants
that can affect you home from a booklet published by The environmental Protection Agency, which you can read
online at www.epa.gov/iaq/pubs/insidest.htm
Mold is one such contaminant. It is a microorganism that has tiny seeds, or spores, that are spread on the air, land,
and feed on organic matter. It has been in existence throughout human history, and actually contributes to the life
process. It takes many different forms, many of them benign, like mildew.
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Report Overview
Scope of Inspection
Some characterized as allergens are relatively benign but can provoke allergic reactions among sensitive people,
and others characterized as pathogens can have adverse health effects on large segments of the population, such
as the very young, the elderly, and people with suppressed immune systems. However, there are less common
molds that are called toxigens that represent a serious health threat. All molds flourish in the presence of
moisture, and we make a concerted effort to look for any evidence of it wherever there could be a water source,
including that from condensation. Interestingly, the molds that commonly appear on ceramic tiles in bathrooms do
not usually constitute a health threat, but they should be removed. However, some visibly similar molds that form
on cellulose materials, such as on drywall, plaster, and wood, are potentially toxigenic. If mold is to be found
anywhere within a home, it will likely be in the area of tubs, showers, toilets, sinks, water heaters, evaporator
coils, inside attics with unvented bathroom exhaust fans, and return-air compartments that draw outside air, all of
which are areas that we inspect very conscientiously. Nevertheless, mold can appear as though spontaneously at
any time, so you should be prepared to monitor your home, and particularly those areas that we identified.
Naturally, it is equally important to maintain clean air-supply ducts and to change filters as soon as they become
soiled, because contaminated ducts are a common breeding ground for dust mites, rust, and other contaminants.
Regardless, although some mold-like substances may be visually identified, the specific identification of molds
can only be determined by specialists and laboratory analysis, and is absolutely beyond the scope of our
inspection. Nonetheless, as a prudent investment in environmental hygiene, we categorically recommend that you
have your home tested for the presence of any such contaminants, and particularly if you or any member of your
family suffers from allergies or asthma. Also, you can learn more about mold from an Environmental Protection
Agency document entitled "A Brief Guide to Mold, Moisture and Your Home," by visiting their web site at:
http://www.epa.gov/iaq/molds/moldguide.html/, from which it can be downloaded.
Asbestos is a notorious contaminant that could be present in any home built before 1978. It is a naturally
occurring mineral fiber that was first used by the Greek and Romans in the first century, and it has been widely
used throughout the modern world in a variety of thermal insulators, including those in the form of paper wraps,
bats, blocks, and blankets. However, it can also be found in a wide variety of other products too numerous to
mention, including duct insulation and acoustical materials, plasters, siding, floor tiles, heat vents, and roofing
products. Although perhaps recognized as being present in some documented forms, asbestos can only
bespecifically identified by laboratory analysis. The most common asbestos fiber that exists in residential
products is chrysotile, which belongs to the serpentine or white-asbestos group, and was used in the clutches and
brake shoes of automobiles for many years. However, a single asbestos fiber is said to be able to cause cancer,
and is therefore a potential health threat and a litigious issue. Significantly, asbestos fibers are only dangerous
when they are released into the air and inhaled, and for this reason authorities such as the Environmental
Protection Agency [EPA] and the Consumer Product Safety Commission [CPSC] distinguish between asbestos
that is in good condition, or non-friable, and that which is in poor condition, or friable, which means that its fibers
could be easily crumbled and become airborne. However, we are not specialists and, regardless of the condition
of any real or suspected asbestos-containing material [ACM], we would not endorse it and recommend having it
evaluated by a specialist.
Lead poses an equally serious health threat. In the 1920's, it was commonly found in many plumbing systems. In
fact, the word "plumbing" is derived from the Latin word "plumbum," which means lead. When in use as a
component of a waste system, it does not constitute a viable health threat, but as a component of potable water
pipes it would certainly be a health-hazard.
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Report Overview
Scope of Inspection
Although rarely found in use, lead could be present in any home build as recently as the nineteen forties. For
instance, lead was an active ingredient in many household paints, which can be released in the process of sanding,
and even be ingested by small children and animals chewing on painted surfaces. Fortunately, the lead in painted
surfaces can be detected by industrial hygienists using sophisticated instruments, but testing for it is not cheap.
There are other environmental contaminants, some of which we have already mentioned, and others that may be
relatively benign. However, we are not environmental hygienists, and as we stated earlier we disclaim any
responsibility for testing or establishing the presence of any environmental contaminant, and recommend that you
schedule whatever specialist inspections that may deem prudent before the close of escrow.
It is important to maintain a property, including painting of the exterior walls, or sealing decks and other hard
surfaces, and it is particularly important to keep the house walls sealed, which provides the only barrier against
deterioration. Unsealed cracks around windows, doors, and thresholds can permit moisture intrusion, which is the
principle cause of the deterioration of any surface. Unfortunately, the evidence of such intrusion may only be
obvious when it is raining. We have discovered leaking windows while it was raining that may not have been
apparent otherwise. Regardless, there are many styles of windows but only two basic types, single and
dual-glazed. Dual-glazed windows are superior, because they provide a thermal as well as an acoustical barrier.
The hermetic seals on these windows can fail at any time, and cause condensation to form between the panes.
Unfortunately, this is not always apparent. Failed hermetic seals can be obscured by dirty windows. We will
attempt to identify any window with a failed or damaged hermetic seal, however failed or damaged hermetic seals
may go undetected. We therefore disclaim an evaluation of the hermetic seals. In accordance with industry
standards however, we do test a representative number of unobstructed windows to ensure that at least one
window in every bedroom is operable and facilitates an emergency exit.

Approximate Age
Home built in 1995 according to online listing data

Main Entrance Faces
West

State of Occupancy
Vacant

Weather Conditions
Mostly Sunny
Approximately 75-80 degrees Fahrenheit

Recent Rain
Yes

Ground Cover
Damp
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Consumer Info
Home Inspection Consumer Notice
This Notice is provided to you in accordance with (OAR 812-008-0202(2)(d)
Who needs to be certified?
Oregon law requires individuals who bid, offer to perform or perform home inspections of two or more categories below, to
be certified by the Oregon Construction Contractors Board (CCB).
Plumbing Electrical Exterior and site Roofing Central Air Conditioning Interiors Structural Insulation and Ventilation Heating
Built-in Kitchen Appliances Individuals must pass a comprehensive test to become certified and must complete continuing
education courses to renew the certification.
Is a CCB license required??
Businesses that perform home inspections must be licensed with the CCB as a Residential General, Residential Specialty
Contractor or a Home Inspection Services Contractor. The bond and liability insurance amounts will correspond accordingly.
Licensing and certification do not guarantee quality of work. Licensing offers some financial protection for you, the customer.

How do I check a Home inspector?
To check a home inspection business, get the business' CCB license number and the home inspector certification number
(OCHI). Visit us on-line at www.oregon.gov/CCB or call 503-378-4621 to verify the license and certification are active.
What should I know about a Home inspection?
1. Home inspections are performed for the individual who contracted for the inspection. They may not be used or relied on
by others. (Example: a home buyer may not use or rely on an inspection report that was contracted by the home's seller).
2. Home inspectors are governed by Standards of Practice and Behavior that list what a home inspector can and can't do.
OAR 812-008-0200 - OAR 812-008-0214.
3. A written contract is required of all home inspections. Contracts should be read carefully as they may contain arbitration
clause or a clause that limits the inspector's liability. How can the CCB help? The CCB provides consumer protection and
regulates the home inspection industry. If you have a problem with your licensed home inspection businesses, the CCB may
be able to help.
You may file a complaint with the Construction Contractors Board against the licensed business if:
1. There is a direct contract between you and the licensee and,
2. It's been within one year from the time the inspection was performed.
Complaints filed against unlicensed businesses or home inspection businesses using uncertified individuals to perform
inspections are sent to the CCB's Enforcement Section, but will probably not result in direct benefit to the complainant.
How can you reach the CCB? PO Box 14140, Salem, OR 97309-5052
201 High St SE, Suite 600 Salem, OR 97301 www.oregon.gov/ccb | 503-378-4621
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Report Summary
Improvement Items
PLEASE READ THE ENTIRE REPORT AS SOME ITEMS MAY HAVE BEEN EXCLUDED FROM THE SUMMARY. AN
OCCUPIED HOME GENERALLY RESTRICTS FULL VISUAL ACCESS TO CABINETS, CLOSETS, BEHIND FURNITURE
AND IN THE GARAGE. ALL ITEMS REPORTED ARE AT TIME OF INSPECTION AND ARE SUBJECT TO CHANGE
POST INSPECTION. THIS REPORT SHOULD NOT BE CONSIDERED A WARRANTY AGAINST DEFECTS OF ANY
TYPE AND ADDITIONAL REPAIRS/EXPENSES SHOULD BE ANTICIPATED AS THE HOME CONTINUES TO AGE.
1.
Vegetation in close contact with the siding/trim was observed on the West side of the home
Recommend trimming trees/vegetation back from the home where indicated to reduce instances of moisture and/or pest
damage
1a
The small section of gutter running North to South on the West/SW side of the home adjacent to the front porch appeared to
be improperly sloped away from the downspout and is collecting water
Recommend adjusting the gutter pitch as needed where indicated to promote proper roof drainage
1b
Moisture staining was observed at the gutter miter joint/corner at the front porch indicating the gutter leaks at the seam
Recommend sealing the gutter miter joints/seams as needed to prevent water leakage.
1c
Moisture damage was observed at the exterior wood trim near ground level on the South side of the overhead garage door
Recommend further evaluation/repair of the moisture damaged trim by a licensed contractor.
1d
Moisture damage was observed at the exterior fiberboard T1-11 panels on the South, North and East sides of the home
Areas of primary concern observed at time of inspection were as follows
Fiberboard siding near the foundation along the South side of the home
Fiberboard siding near the foundation along the North/Northeast side of the home starting at the air conditioner
(approximately) to the back of the home
Swelled fiberboard siding was observed near the foundation along the East (back) side of the home indicating moisture
intrusion is causing deterioration
Recommend further evaluation/repair of the moisture damaged siding by a licensed contractor.
1e
Weathered paint and exposed plywood due to newly installed roofing nails (punctures) were observed at the soffits around
the perimeter of the home.
Recommend painting maintenance at the soffits/eaves to prevent moisture damage
1f
No visible head flashings installed above the exterior wall penetrations (windows/doors)
Head flashings are typically installed to help shed water above the exterior wall penetrations.
Cracked/failed or missing caulking was observed above the exterior wall penetrations (windows/doors)
Recommend caulking maintenance as needed above the exterior wall penetrations to prevent moisture intrusion into the
wall cavities
1g
Open gaps/seams were observed at the exterior siding and trim around the perimeter of the home
The areas of primary concern were on the West and South sides of the home at the cement fiber lap siding
Recommend general caulking maintenance at the exterior siding, trim and utility penetrations to prevent moisture intrusion
into the wall cavities
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Report Summary
Improvement Items
1h
Streaking/haze noted between the glass panes at multiple windows
Affected windows observed at time of inspection are as follows
East facing window in the East Bedroom
East facing window in the Northeast Bedroom
East facing window in the kitchen
Streaking/haze and/or condensation is an indication of a compromised window seal.
Recommend further evaluation/repair by a licensed contractor
Additional windows with compromised seals may be present but could not be identified due to weather and/or lighting
1i
Damaged/torn or oxidized screens were observed at several windows at time of inspection
Recommend repair/replacement of the damaged/torn screens as deemed necessary
1j
Damaged/torn weatherstripping (minimal damage) was observed at the front exterior door
Recommend repair/replacement of the damaged/torn weatherstripping as needed
1k
A moisture stain/light mildew staining and minor deterioration was observed at the OSB roof sheathing in the attic above the
Master Bedroom
This area could have been replaced at time of the roof replacement but was left in place with new roofing installed
It would be recommended to treat the roof sheathing with a wood preservative and possibly reinforce the sheathing to
prevent further deterioration
1l
An area of what appeared to be missing insulation was observed in the attic above the Living Room
The area was observed with a Flir infrared camera as this area is vaulted and was not accessed during the inspection
Recommend installation of additional insulation in the attic as needed
1m
Missing insulation was observed at the interior crawl space access panel in the foyer coat closet
Recommend securing insulation at the interior crawl space access panel.
1n
Many of the foundation vents around the perimeter of the home were closed at time of inspection
Closing the foundation vent screens restricts airflow through the crawl space which can create conditions conducive to
mold/mildew growth
Recommend opening the foundation vents to help maintain airflow throughout the crawl space
1o
Damaged foundation vent screen(s) were observed in multiple areas around the perimeter of the home
Recommend repair/replacement of the foundation vent screens to keep pests from entering the crawl space.
Recommend possibly upgrading the foundation vent screens with expanded metal screening if deemed necessary
1p
Insulation was displaced/missing at the subfloor in the crawl space on the Northwest corner of the home
Recommend securing insulation at the subfloor in the crawl space where missing as needed
1q
Damaged/cracked panels were observed at the overhead garage door
The damaged door panels did not appear to affect the overall operation of the overhead garage door.
Recommend repair or replacement of the damaged garage door panels or completely replace the overhead door as needed
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Report Summary
Improvement Items
1r
Cosmetic blemishes typical for previously occupied homes were observed throughout the home
Moisture staining was observed at the Sheetrock ceilings throughout the home and the garage due to past water leaks prior
to the recent roof replacement
Cosmetic issues are not part of a home inspection in Oregon and were only partially documented as a courtesy
Recommend repair of any/all cosmetic blemishes throughout the home as deemed necessary

Items To Monitor
2.
The property appears to grade towards the foundation along the Southwest side of the home
Property grading towards the home can direct water towards the foundation/crawl space.
Recommend monitoring the crawl space for signs of excessive moisture and mitigate as needed.
Recommend further evaluation of the property site grading and drainage by a licensed contractor as needed.
2a
Moisture staining was observed on top of the vapor barrier throughout the crawl space with the highest concentrations
observed on the South and East sides of the home
Small pockets of standing water were observed in the crawl space on the South and NW sides of the home at time of
inspection.
Recommend monitoring the crawl space for increasing amounts water and mitigate as needed.
Recommend further evaluation of the property site grading and drainage by a licensed contractor as needed.
Crawl spaces in Oregon may experience moisture intrusion periodically and should be monitored
Inspector can not predict if or when water may enter the crawl space.
This inspection is not a warranty or guarantee

Deferred Cost Items
3.
The water heater is approximately 24 years old at time of inspection.
The typical lifespan for a water heater is approximately 10-12 years depending on maintenance.
The installed water heater appeared to be functioning properly at time of inspection.
Hot water was effectively delivered to all necessary points throughout the home.
Recommend budgeting for a replacement due to age of equipment
3a
The gas furnace is approximately 24 years old at time of inspection
The typical lifespan for a gas furnace is approximately 20-25 years depending on maintenance & usage.
Recommend budgeting for a replacement furnace due to age of equipment
3b
The installed air conditioner is approximately 23 years old at time of inspection
The typical lifespan of an air conditioner is approximately 14 years depending on maintenance.
The air conditioner was tested and appeared to be functioning properly at time of inspection.
Normal operating temperatures were observed at time of inspection.
Oxidation was observed on the air conditioner condensing coils which should be expected for the age
Recommend budgeting for a replacement air conditioner due to age of equipment
3c
The exhaust fan in the Master Bathroom was functional when tested but was noisy indicating the fan may be nearing the
end of its useful life
Recommend budgeting for or replacing the Bathroom exhaust fan as deemed necessary
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Potential Safety Hazards
4.
The hardwired smoke alarm in the hallway was replaced with a battery operated smoke alarm
Oregon requirements dictate that smoke alarms must be replaced with hardwired units if wiring is present
Recommend replacement of the battery operated smoke alarm with a hardwired smoke alarm as required.
4a
No carbon monoxide alarms were present/visible within 15' of the bedrooms at time of inspection.
CO alarms are required in homes that meet the following criteria
Homes that contain a CO source (gas service, attached garages and/or fireplaces/stoves)
2011 or newer homes, regardless of the presence of a CO source.
Existing home undergoes reconstruction, alteration, or repair in which a building permit is required.
Recommend installation of a carbon monoxide alarm within 15' of all sleeping areas in the home.
It is a recommended best practice to have CO alarms in each bedroom as ductwork from CO sources often goes directly to
bedrooms, bypassing hallways outside of sleeping areas.
4b
The attic access panel at the pull down ladder in the garage was plywood which may not be properly fire rated.
Recommend installing a minimum 1/2 inch thick gypsum panel at the attic access or apply a fire rated coating if needed to
maintain proper fire separation.
4c
The door separating the garage from the living space may be a hollow core door which would not be adequately fire rated
Recommend replacing the door between the garage and living space with a fire rated door for safety as needed
4d
No anti-tip bracket was installed at the kitchen range/oven.
Recommend installation of an anti-tip bracket at the kitchen range/oven.

Plumbing Concerns
5.
Water leakage was observed at the exterior hose bibb on the East side of the home
Water leakage was observed when the hose bibb is in use around the pack nut
Recommend tightening the pack nut or replace the packing/washers as needed to repair the leak
Recommend further evaluation/repair by a licensed plumbing contractor if needed.
5a
A missing strap/pipe hanger was observed at the ABS plumbing waste line under the Master Bathroom (appropriately)
A small section of pipe was placed under the waste line piping to provide support but should be replaced with a proper pipe
hanger
Recommend installation of a strap/pipe hanger to support the plumbing waste line piping as needed
5b
The temperature/pressure relief drain line at the water heater is installed to an improper height at approximately 11" from
the garage floor
Water heater TPR valve drain lines should be installed to within 4" to 6" of the finished floor height or to the exterior
Recommend extending the 3/4" copper TPR drain line to the required height or to the exterior of the home
5c
No sediment trap was installed at the gas line after the gas shut off valve at the water heater.
Recommend installation of a sediment trap in the gas line after the gas shut off valve to protect the equipment gas
valve/regulator from any foreign debris or contaminants in the natural gas supply as is required
5d
The cradle for the shower massager/shower head in the central bathroom was missing
Recommend installation of a replacement shower head cradle or complete shower head as deemed necessary
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Report Summary
Plumbing Concerns
5e
Water leakage was observed around the hot water faucet handle at the sink in the Master Bathroom
Recommend further evaluation/repair by a licensed plumbing contractor

HVAC (Heating, Ventilation & Air Conditioning Concerns)
6.
Missing insulation was observed at the sheet metal HVAC ducting in various areas of the crawl space
Recommend insulating any/all exposed HVAC ducts in the crawl space as needed

Electrical Concerns
7.
The electrical wiring at the garbage disposal in the kitchen was installed without a protective grommet/romex connector
which could allow for friction damage at the wire sheathing
Recommend installation of a protective grommet/romex connector to protect the wire sheathing at the garbage disposal
wiring connection.

Structural Concerns
8.
None apparent at time of inspection

Pests/Wood Destroying Pests
9.
Cellulose debris (wood scrap) was observed in various locations throughout the crawl space.
Cellulose debris on the crawl space floor is an attractant for wood destroying insects.
Recommend removal of any/all cellulose debris from the crawl space
9a
Evidence of past/possibly current rodent activity (minimal droppings) were observed in the crawl space
Rodents may be accessing the crawl space through damaged/missing foundation vent screens
Recommend sealing any/all potential access points around the exterior of the home
Recommend monitoring for rodent activity or consult a licensed pest applicator for further evaluation
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Grounds
Service Walks
Material
Condition
Comments
Photos

None
Not Visible
X Concrete
Flagstone
Gravel
Brick Other:
X Satisfactory
Marginal
Poor
Trip hazard
Typical cracks
Settling cracks
Public sidewalk needs repair
Concrete service walks appeared to be in overall usable condition.

Pitched towards home

Concrete service walks appeared
to be in overall usable condition.
Driveway/Parking
Material
Condition
Comments
Photos

None
Not Visible
X Concrete
Asphalt
Gravel/Dirt
Brick Other:
X Satisfactory
Marginal
Poor
Settling Cracks
Trip hazard
Fill cracks and seal
The driveway appeared to be in overall usable condition.

Typical cracks

Pitched towards home

The driveway appeared to be in
overall usable condition.
Porch
None
Not Visible
X Satisfactory
Marginal
Poor
Railing/Balusters recommended
Condition
Wood Other:
Support Pier X Concrete
X Satisfactory
Marginal
Poor
Safety Hazard
Floor
The concrete front porch appeared to be in overall usable condition.
Comments
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Photos

The concrete front porch
appeared to be in overall usable
condition.
Patio
Material
Condition
Comments
Photos

None
X Concrete
Flagstone
Kool-Deck
Brick Other:
X Satisfactory
Marginal
Poor
Settling cracks
Trip hazard
Pitched towards home (see remarks)
Drainage provided
Typical cracks
The concrete patio appeared to be in overall useable condition.

The concrete patio appeared to
be in overall useable condition.
Deck/Patio/Porch Covers
None
X Satisfactory
Marginal
Poor
Posts/Supports need Repair
Earth to wood contact
Condition
Moisture/Insect damage
Metal Straps/Bolts/Nails/Flashing
Improper attachment to house X None
Recommend
Coverings at the back patio appeared to be in overall functional condition unless noted
Comments
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Photos

Coverings at the back patio
appeared to be in overall
functional condition unless noted

Coverings at the back patio
appeared to be in overall
functional condition unless noted

Coverings at the back patio
appeared to be in overall
functional condition unless noted

Fence/Wall
Type
Condition
Gate
Comments

X Not evaluated
None
Brick
Block X Wood
Metal
Chain Link
Rusted
Vinyl
X Satisfactory
Marginal
Poor
Typical cracks
Loose Blocks/Caps
N/A X Satisfactory
Marginal
Poor
Planks missing/damaged Operable: X Yes
Property fencing is not part of a home inspection in Oregon per CCB guidelines
Any remarks regarding the fence are opinion based only and do not constitute an inspection.
Fencing/Gate(s) appeared to be in overall functional condition unless noted
Regular maintenance & repairs should be anticipated

No

Photos

Property fencing is not part of a
home inspection in Oregon per
CCB guidelines
Any remarks regarding the fence
are opinion based only and do not
constitute an inspection.
Fencing/Gate(s) appeared to be
in overall functional condition
unless noted
Regular maintenance & repairs
should be anticipated

Property fencing is not part of a
home inspection in Oregon per
CCB guidelines
Any remarks regarding the fence
are opinion based only and do not
constitute an inspection.
Fencing/Gate(s) appeared to be
in overall functional condition
unless noted
Regular maintenance & repairs
should be anticipated

Landscaping affecting foundation
N/A
East X West
North X South
Satisfactory
Recommend additional backfill
Negative Grade
Recommend window wells/covers X Trim back trees/shrubberies
Wood in contact with/improper clearance to soil
Vegetation in close contact with the siding/trim was observed on the West side of the home
Comments
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Grounds
Landscaping affecting foundation cont.
Comments cont. Recommend trimming trees/vegetation back from the home where indicated to reduce instances of
moisture and/or pest damage
The property appears to grade towards the foundation along the Southwest side of the home
Property grading towards the home can direct water towards the foundation/crawl space.
Recommend monitoring the crawl space for signs of excessive moisture and mitigate as needed.
Recommend further evaluation of the property site grading and drainage by a licensed contractor as
needed.
Photos

Summary item 1
Vegetation in close contact with
the siding/trim was observed on
the West side of the home
Recommend trimming
trees/vegetation back from the
home where indicated to reduce
instances of moisture and/or pest
damage

Summary item 2
The property appears to grade
towards the foundation along the
Southwest side of the home
Property grading towards the
home can direct water towards
the foundation/crawl space.
Recommend monitoring the crawl
space for signs of excessive
moisture and mitigate as needed.
Recommend further evaluation of
the property site grading and
drainage by a licensed contractor
as needed.

Hose bibs
Condition
Operable
Comments

N/A
X Satisfactory X Marginal
Poor
No anti-siphon valve
Recommend Anti-siphon valve
X Yes
No
Not Tested
Not On
The hose bibbs around the exterior of the home were tested and appear to be functioning properly at time of
inspection unless noted
Water leakage was observed at the exterior hose bibb on the East side of the home
Water leakage was observed when the hose bibb is in use around the pack nut
Recommend tightening the pack nut or replace the packing/washers as needed to repair the leak
Recommend further evaluation/repair by a licensed plumbing contractor if needed.
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Photos

The hose bibbs around the
exterior of the home were tested
and appear to be functioning
properly at time of inspection
unless noted

Summary item 5
Water leakage was observed at
the exterior hose bibb on the East
side of the home
Water leakage was observed
when the hose bibb is in use
around the pack nut
Recommend tightening the pack
nut or replace the
packing/washers as needed to
repair the leak
Recommend further
evaluation/repair by a licensed
plumbing contractor if needed.
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Exterior
Gutters/Scuppers/Eavestrough
None
Satisfactory X Marginal
Poor
Rusting
Downspouts needed
Recommend repair/replace
Condition
Needs to be cleaned
Copper
Vinyl/Plastic X Galvanized/Aluminum Other:
Material
X Corners
Joints
Hole in main run
No apparent leaks
Leaking
Loose
Missing spikes X Improperly sloped
Satisfactory
Attachment
North
South
East
West X N/A
Extension needed
Comments
The gutters and downspouts appeared to be in overall adequate condition at time of inspection unless noted
The small section of gutter running North to South on the West/SW side of the home adjacent to the front porch
appeared to be improperly sloped away from the downspout and is collecting water
Recommend adjusting the gutter pitch as needed where indicated to promote proper roof drainage
Moisture staining was observed at the gutter miter joint/corner at the front porch indicating the gutter leaks at the seam
Recommend sealing the gutter miter joints/seams as needed to prevent water leakage.
Photos

The gutters and downspouts
appeared to be in overall
adequate condition at time of
inspection unless noted

Siding/Trim
Material

Condition
Comments

Summary item 1a
The small section of gutter
running North to South on the
West/SW side of the home
adjacent to the front porch
appeared to be improperly sloped
away from the downspout and is
collecting water
Recommend adjusting the gutter
pitch as needed where indicated
to promote proper roof drainage

Summary item 1b
Moisture staining was observed
at the gutter miter joint/corner at
the front porch indicating the
gutter leaks at the seam
Recommend sealing the gutter
miter joints/seams as needed to
prevent water leakage.

Stone
Slate
Block/Brick X Fiberboard X Fiber-cement
Stucco
EIFS* Not Inspected
Asphalt X Wood
Metal/Vinyl Other:
Typical cracks
Peeling paint
Monitor X Wood rot
Loose/Missing/Holes
Satisfactory X Marginal X Poor X Recommend repair/painting
The exterior siding (cement fiber lap siding & fiberboard T1-11 panels) and trim (wood) appeared to be intact and in
overall functional condition unless noted
Recommend ongoing caulking/painting maintenance around the exterior of the home.
Moisture damage was observed at the exterior wood trim near ground level on the South side of the overhead garage
door
Recommend further evaluation/repair of the moisture damaged trim by a licensed contractor.
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Exterior
Siding/Trim cont.
Comments cont. Moisture damage was observed at the exterior fiberboard T1-11 panels on the South, North and East sides of the
home
Areas of primary concern observed at time of inspection were as follows
Fiberboard siding near the foundation along the South side of the home
Fiberboard siding near the foundation along the North/Northeast side of the home starting at the air
conditioner (approximately) to the back of the home
Swelled fiberboard siding was observed near the foundation along the East (back) side of the home indicating
moisture intrusion is causing deterioration
Recommend further evaluation/repair of the moisture damaged siding by a licensed contractor.
Photos

The exterior siding (cement fiber
lap siding & fiberboard T1-11
panels) and trim (wood) appeared
to be intact and in overall
functional condition unless noted
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

The exterior siding (cement fiber
lap siding & fiberboard T1-11
panels) and trim (wood) appeared
to be intact and in overall
functional condition unless noted
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

The exterior siding (cement fiber
lap siding & fiberboard T1-11
panels) and trim (wood) appeared
to be intact and in overall
functional condition unless noted
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.
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The exterior siding (cement fiber
lap siding & fiberboard T1-11
panels) and trim (wood) appeared
to be intact and in overall
functional condition unless noted
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Summary item 1c
Moisture damage was observed
at the exterior wood trim near
ground level on the South side of
the overhead garage door
Recommend further
evaluation/repair of the moisture
damaged trim by a licensed
contractor.

Summary item 1d
Moisture damage was observed
at the exterior fiberboard T1-11
panels on the South, North and
East sides of the home
Areas of primary concern
observed at time of inspection
were as follows
Fiberboard siding near the
foundation along the South side
of the home
Fiberboard siding near the
foundation along the
North/Northeast side of the home
starting at the air conditioner
(approximately) to the back of the
home
Swelled fiberboard siding was
observed near the foundation
along the East (back) side of the
home indicating moisture
intrusion is causing deterioration
Recommend further
evaluation/repair of the moisture
damaged siding by a licensed
contractor.
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Summary item 1d
Moisture damage was observed
at the exterior fiberboard T1-11
panels on the South, North and
East sides of the home
Areas of primary concern
observed at time of inspection
were as follows
Fiberboard siding near the
foundation along the South side
of the home
Fiberboard siding near the
foundation along the
North/Northeast side of the home
starting at the air conditioner
(approximately) to the back of the
home
Swelled fiberboard siding was
observed near the foundation
along the East (back) side of the
home indicating moisture
intrusion is causing deterioration
Recommend further
evaluation/repair of the moisture
damaged siding by a licensed
contractor.

Summary item 1d
Moisture damage was observed
at the exterior fiberboard T1-11
panels on the South, North and
East sides of the home
Areas of primary concern
observed at time of inspection
were as follows
Fiberboard siding near the
foundation along the South side
of the home
Fiberboard siding near the
foundation along the
North/Northeast side of the home
starting at the air conditioner
(approximately) to the back of the
home
Swelled fiberboard siding was
observed near the foundation
along the East (back) side of the
home indicating moisture
intrusion is causing deterioration
Recommend further
evaluation/repair of the moisture
damaged siding by a licensed
contractor.

Soffit
Material
Condition
Comments

None
X Wood
Fiberboard
Aluminum/Steel
Vinyl
Stucco
Recommend repair/painting
Damaged wood Other:
X Satisfactory
Marginal
Poor
Soffits appeared to be in overall functional condition where safely accessible unless noted.
Recommend ongoing caulking/painting maintenance around the exterior of the home.
Weathered paint and exposed plywood due to newly installed roofing nails (punctures) were observed at the
soffits around the perimeter of the home.
Recommend painting maintenance at the soffits/eaves to prevent moisture damage
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Photos

Soffits appeared to be in overall
functional condition where safely
accessible unless noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Soffits appeared to be in overall
functional condition where safely
accessible unless noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Soffits appeared to be in overall
functional condition where safely
accessible unless noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Summary item 1e
Weathered paint and exposed
plywood due to newly installed
roofing nails (punctures) were
observed at the soffits around the
perimeter of the home.
Recommend painting
maintenance at the soffits/eaves
to prevent moisture damage

Soffits appeared to be in overall
functional condition where safely
accessible unless noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Fascia/Bargeboards
None
X Wood
Fiberboard
Aluminum/Steel
Vinyl
Stucco
Recommend repair/painting
Material
Damaged wood Other:
X Satisfactory
Marginal
Poor
Condition
Fascia/bargeboards (where visible/accessible) appeared to be in overall functional condition where safely
Comments
accessible unless noted.
Recommend ongoing caulking/painting maintenance around the exterior of the home.
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Photos

Fascia/bargeboards (where
visible/accessible) appeared to be
in overall functional condition
where safely accessible unless
noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Fascia/bargeboards (where
visible/accessible) appeared to be
in overall functional condition
where safely accessible unless
noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Fascia/bargeboards (where
visible/accessible) appeared to be
in overall functional condition
where safely accessible unless
noted.
Recommend ongoing
caulking/painting maintenance
around the exterior of the home.

Flashing
Material
Condition
Comments

X None
Wood
Fiberboard
Aluminum/Steel
Vinyl
Stucco
Recommend repair/painting
Damaged wood Other:
Satisfactory
Marginal
Poor
No visible head flashings installed above the exterior wall penetrations (windows/doors)
Head flashings are typically installed to help shed water above the exterior wall penetrations.
Cracked/failed or missing caulking was observed above the exterior wall penetrations (windows/doors)
Recommend caulking maintenance as needed above the exterior wall penetrations to prevent moisture
intrusion into the wall cavities
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Photos

Summary item 1f
No visible head flashings installed
above the exterior wall
penetrations (windows/doors)
Head flashings are typically
installed to help shed water
above the exterior wall
penetrations.
Cracked/failed or missing
caulking was observed above the
exterior wall penetrations
(windows/doors)
Recommend caulking
maintenance as needed above
the exterior wall penetrations to
prevent moisture intrusion into the
wall cavities
Caulking
Condition
Comments

None
Satisfactory
Marginal X Poor
X Recommend around windows/doors/masonry ledges/corners/utility penetrations
Open gaps/seams were observed at the exterior siding and trim around the perimeter of the home
The areas of primary concern were on the West and South sides of the home at the cement fiber lap siding
Recommend general caulking maintenance at the exterior siding, trim and utility penetrations to prevent
moisture intrusion into the wall cavities
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Photos

Summary item 1g
Open gaps/seams were observed
at the exterior siding and trim
around the perimeter of the home

Summary item 1g
Open gaps/seams were observed
at the exterior siding and trim
around the perimeter of the home

The areas of primary concern
were on the West and South
sides of the home at the cement
fiber lap siding
Recommend general caulking
maintenance at the exterior
siding, trim and utility
penetrations to prevent moisture
intrusion into the wall cavities

The areas of primary concern
were on the West and South
sides of the home at the cement
fiber lap siding
Recommend general caulking
maintenance at the exterior
siding, trim and utility
penetrations to prevent moisture
intrusion into the wall cavities

Windows/Screens
X Satisfactory
Marginal
Poor
Wood rot
Recommend repair/painting
Condition
Recommend repair/replace damaged screens
Failed/fogged insulated glass
Wood
Metal X Vinyl
Aluminum/Vinyl clad
Material
X Torn
Bent
Not installed X Satisfactory
Screens
Windows & installed window screens (where applicable) appeared to be in overall functional condition
Comments
unless noted
All windows were opened/closed during the inspection and appeared to function as intended unless noted
Streaking/haze noted between the glass panes at multiple windows
Affected windows observed at time of inspection are as follows
East facing window in the East Bedroom
East facing window in the Northeast Bedroom
East facing window in the kitchen
Streaking/haze and/or condensation is an indication of a compromised window seal.
Recommend further evaluation/repair by a licensed contractor
Additional windows with compromised seals may be present but could not be identified due to weather
and/or lighting
Damaged/torn or oxidized screens were observed at several windows at time of inspection
Recommend repair/replacement of the damaged/torn screens as deemed necessary
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Photos

Summary item 1h
Streaking/haze noted between
the glass panes at multiple
windows
Affected windows observed at
time of inspection are as follows
East facing window in the
East Bedroom
East facing window in the
Northeast Bedroom
East facing window in the
kitchen
Streaking/haze and/or
condensation is an indication of a
compromised window seal.
Recommend further
evaluation/repair by a licensed
contractor
Additional windows with
compromised seals may be
present but could not be identified
due to weather and/or lighting

Summary item 1h
Streaking/haze noted between
the glass panes at multiple
windows
Affected windows observed at
time of inspection are as follows
East facing window in the
East Bedroom
East facing window in the
Northeast Bedroom
East facing window in the
kitchen
Streaking/haze and/or
condensation is an indication of a
compromised window seal.
Recommend further
evaluation/repair by a licensed
contractor
Additional windows with
compromised seals may be
present but could not be identified
due to weather and/or lighting

Summary item 1h
Streaking/haze noted between
the glass panes at multiple
windows
Affected windows observed at
time of inspection are as follows
East facing window in the
East Bedroom
East facing window in the
Northeast Bedroom
East facing window in the
kitchen
Streaking/haze and/or
condensation is an indication of a
compromised window seal.
Recommend further
evaluation/repair by a licensed
contractor
Additional windows with
compromised seals may be
present but could not be identified
due to weather and/or lighting

Slab-On-Grade/Foundation
Concrete block X Poured concrete
Post-Tensioned concrete
Not Visible Other:
Foundation Wall
X Satisfactory
Marginal
Monitor
Have Evaluated
Not Evaluated
Condition
Not Visible
Satisfactory
Marginal
Monitor
Have Evaluated
Concrete Slab X N/A
The poured concrete foundation appeared to be in overall functional condition where visible
Comments
No significant structural defects were apparent at time of inspection
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Photos

The poured concrete foundation
appeared to be in overall
functional condition where visible
No significant structural defects
were apparent at time of
inspection
Exterior Electrical
Overhead
Service Entry X Underground
X Satisfactory
Marginal
Poor
Weather head/mast needs repair
Overhead wires too low
Condition
No Operable: X Yes
No Condition:
Satisfactory
Marginal
Poor
Exterior receptacles X Yes
No Operable: X Yes
No
Safety Hazard
Reverse polarity
Open ground(s)
GFCI present X Yes
Recommend GFCI Receptacles
The exterior electrical outlets are GFCI protected and appeared to be functional at time of inspection.
Comments
Photos

Reference picture of the electrical
service meter on the North side of
the home

The exterior electrical outlets are
GFCI protected and appeared to
be functional at time of
inspection.

Building(s) Exterior Wall Construction
X Not Visible X Framed
Masonry Other:
Type
X Not Visible
Satisfactory
Marginal
Poor
Condition
Exterior framing, sheathing and moisture barrier (if applicable) could not be evaluated due to installed siding
Comments
No representation can be made for any issues concealed by wall coverings.
Exterior Doors
Main Entrance
Patio
Rear door

N/A Weatherstripping: X Satisfactory
X Satisfactory
Marginal
Poor
N/A Weatherstripping: X Satisfactory
X Satisfactory
Marginal
Poor
X N/A Weatherstripping:
Satisfactory

Marginal

Poor

Missing

Replace Door condition:

Marginal

Poor

Missing

Replace Door condition:

Marginal

Poor

Missing

Replace Door condition:
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Exterior
Exterior Doors cont.
Marginal
Poor
X N/A Weatherstripping:
Satisfactory
Marginal
Poor
Missing
Other door
Satisfactory
Marginal
Poor
The exterior doors appeared to be in overall functional condition unless noted.
Comments

Replace Door condition:

Damaged/torn weatherstripping (minimal damage) was observed at the front exterior door
Recommend repair/replacement of the damaged/torn weatherstripping as needed
Photos

The exterior doors appeared to
be in overall functional condition
unless noted.

The exterior doors appeared to
be in overall functional condition
unless noted.

Summary item 1j
Damaged/torn weatherstripping
(minimal damage) was observed
at the front exterior door
Recommend repair/replacement
of the damaged/torn
weatherstripping as needed
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Roof
General
Visibility

None X All
Partial Limited By:
Inspector walked the roof at time of inspection.
Ladder at eaves
Ground
With Binoculars
Inspected From X Roof
Inspector walked the roof at time of inspection.
Style of Roof
X Gable
Hip
Mansard
Shed
Flat Other:
Type
Low X Medium
Steep
Flat
Pitch
Type:Asphalt
Roof #1
Layers:1 Layer
Age:1-5+
Please refer to the seller's disclosure in reference to the roof system's age, condition, prior problems, etc.
Comments
Only the property owner would have accurate knowledge of this information.
The roof's age cannot be determined by the inspector.
This inspection is not a warranty against future roof leaks.
Even a roof that appears to be in good, functional condition may leak under certain circumstances.
Inspector does not take responsibility for a roof leak that happens in the future.
This inspection is not a warranty or guarantee of the condition of the roof system.
Ventilation System
None
N/A
X Soffit
Ridge X Gable X Roof
Turbine
Powered Other:
Type
Roof/attic ventilation appeared to be technically adequate for the size/style of home as viewed from the roof
Comments
It may be beneficial to install additional static roof vents to ensure the attic remains adequately ventilated
Photos

Roof/attic ventilation appeared to
be technically adequate for the
size/style of home as viewed from
the roof
It may be beneficial to install
additional static roof vents to
ensure the attic remains
adequately ventilated
Flashing
Material
Condition
Comments

Roof/attic ventilation appeared to
be technically adequate for the
size/style of home as viewed from
the roof
It may be beneficial to install
additional static roof vents to
ensure the attic remains
adequately ventilated

X Not Visible
Galv/Alum
Asphalt
Copper
Foam
X Not Visible
Satisfactory
Marginal
Poor
Rusted
Separated from chimney/roof
Recommend Sealing Other:
Flashings are not visible on the roof

Rubber
Missing

Lead Other:

Valleys
N/A
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Roof
Valleys cont.
Not Visible X Galv/Alum
Asphalt
Lead
Copper Other:
Material
Not Visible X Satisfactory
Marginal
Poor
Holes
Rusted
Recommend Sealing
Condition
The sheet metal valleys at the roof appeared to be in overall functional condition.
Comments
No active water leakage was apparent at the roof valley(s) at time of inspection.
Photos

The sheet metal valleys at the
roof appeared to be in overall
functional condition.
No active water leakage was
apparent at the roof valley(s) at
time of inspection.

The sheet metal valleys at the
roof appeared to be in overall
functional condition.
No active water leakage was
apparent at the roof valley(s) at
time of inspection.

Condition of Roof Coverings
X Satisfactory
Marginal
Poor
Curling
Cracking
Ponding
Burn Spots
Roof #1
Broken/Loose Tiles/Shingles
Nail popping
Granules missing
Alligatoring
Blistering
Missing Tabs/Shingles/Tiles
Moss buildup
Exposed felt
Cupping
Incomplete/Improper Nailing
Recommend roofer evaluate
Evidence of Leakage
The asphalt roof coverings appeared to be in overall functional condition at time of inspection
Comments
No evidence of water leakage was observed at time of inspection
Photos

The asphalt roof coverings
appeared to be in overall
functional condition at time of
inspection
No evidence of water leakage
was observed at time of
inspection

The asphalt roof coverings
appeared to be in overall
functional condition at time of
inspection
No evidence of water leakage
was observed at time of
inspection

The asphalt roof coverings
appeared to be in overall
functional condition at time of
inspection
No evidence of water leakage
was observed at time of
inspection
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Roof
Skylights
Condition
Comments

X N/A
Not Visible
Cracked/Broken
Satisfactory
No installed skylights at the roof

Marginal

Poor

Plumbing Vents
Condition
Comments
Photos

Not Visible
Not Present
X Satisfactory
Marginal
Poor
The plumbing vent flashings appeared to be intact and in overall functional condition.

The plumbing vent flashings
appeared to be intact and in
overall functional condition.

The plumbing vent flashings
appeared to be intact and in
overall functional condition.

The plumbing vent flashings
appeared to be intact and in
overall functional condition.
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Attic/Structure/Framing/Insulation
Attic/Structure/Framing/Insulation
N/A
Stairs X Pulldown
Scuttlehole/Hatch
No Access Other:
Access
Access limited by:
Access panel X In the attic
Other
Inspected from
Hallway
Bedroom Closet X Garage
Other
Location
Complete X Partial
None
Flooring
Fiberglass
Batts X Loose X Cellulose
Foam
Other
Vermiculite
Rock wool
Insulation
Depth: 12"+Damaged
Displaced
Missing
Compressed
Recommend additional insulation
Rafters/Trusses
Walls X Between ceiling joists
Underside of roof deck
Not Visible
Installed in
Kraft/foil faced
Plastic sheeting X Not Visible
Improperly installed
Vapor barriers
X Ventilation appears adequate
Recommend additional ventilation
Recommend baffles at eaves
Ventilation
Yes X No
Recommend repair Outside: X Yes
No
Not Visible
Fans exhausted to Attic:
N/A X Satisfactory
Damaged
Split
Disconnected
Leaking
Repair/Replace
HVAC Duct
Recommend Insulation
Satisfactory
Needs repair
Not Visible
Chimney chase X N/A
Yes X No
Recommend repair
Recommend structural engineer
Structural problems observed
Metal
Collar ties
Purlins
Knee wall
Not Visible Other:
Roof structure Rafters X Trusses X Wood
Metal X Not Visible
Ceiling joists X Wood
Plywood X OSB
Planking X Rotted X Stained
Delaminated
Sheathing
Yes X No
Evidence of condensation
Yes X No
Evidence of moisture
Yes X No
Evidence of leaking
Yes
No
Needs repair/sealing
Firewall between units X N/A
X No apparent defects
Open junction box(es)
Handyman wiring
Electrical
Knob and tube covered with insulation
Safety Hazard
Roof/attic framing, roof sheathing and insulation appeared to be in overall functional condition where
Comments
accessible
Areas of the attic may not be accessible due to roof pitch and insulation
Inspector made every effort to fully evaluate the attic but areas of the attic may not be fully accessible
No representation can be made to any areas of the attic deemed inaccessible or unsafe
A moisture stain/light mildew staining and minor deterioration was observed at the OSB roof sheathing in the
attic above the Master Bedroom
This area could have been replaced at time of the roof replacement but was left in place with new roofing
installed
It would be recommended to treat the roof sheathing with a wood preservative and possibly reinforce the
sheathing to prevent further deterioration
An area of what appeared to be missing insulation was observed in the attic above the Living Room
The area was observed with a Flir infrared camera as this area is vaulted and was not accessed during the
inspection
Recommend installation of additional insulation in the attic as needed
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Photos

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe
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Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe
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Roof/attic framing, roof sheathing
and insulation appeared to be in
overall functional condition where
accessible
Areas of the attic may not be
accessible due to roof pitch and
insulation
Inspector made every effort to
fully evaluate the attic but areas
of the attic may not be fully
accessible
No representation can be made
to any areas of the attic deemed
inaccessible or unsafe

Summary item 1k
A moisture stain/light mildew
staining and minor deterioration
was observed at the OSB roof
sheathing in the attic above the
Master Bedroom
This area could have been
replaced at time of the roof
replacement but was left in place
with new roofing installed
It would be recommended to treat
the roof sheathing with a wood
preservative and possibly
reinforce the sheathing to prevent
further deterioration

Summary item 1l
An area of what appeared to be
missing insulation was observed
in the attic above the Living Room
The area was observed with a Flir
infrared camera as this area is
vaulted and was not accessed
during the inspection
Recommend installation of
additional insulation in the attic as
needed
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Crawl Space
Crawl space
N/A
X Full crawlspace
Combination basement/crawl space/slab
Type
Yes X No
Conditioned (heated/cooled)
As an inspector, I make every attempt to observe everything in a crawlspace.
Comments
However, there are restrictions to the inspection, including, but not limited to insulation, electrical wires,
pipes, stored items, ductwork, and the limited area of the confined space itself.
There may be components within the crawlspace that I was not able to visualize.
As such, this area should be periodically monitored for signs of water intrusion, rodent/pest infestation, and
energy loss.
Access
Exterior X Interior hatch/door
Via basement
No access
Location
Access panel X In the crawl space
Inspected from
Missing insulation was observed at the interior crawl space access panel in the foyer coat closet
Comments
Recommend securing insulation at the interior crawl space access panel.
Photos

Summary item 1m
Missing insulation was observed
at the interior crawl space access
panel in the foyer coat closet
Recommend securing insulation
at the interior crawl space access
panel.
Foundation walls
X Satisfactory
Marginal
Have Evaluated
Monitor
Cracks
Movement
Condition
Concrete block X Poured concrete
Stone
ICF
Wood
Brick
Material
The concrete foundation in the crawl space is fully concealed by the vapor barrier and could not be fully
Comments
evaluated.
No significant structural concerns suspected based on overall condition and age of the home.
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Photos

The concrete foundation in the
crawl space is fully concealed by
the vapor barrier and could not be
fully evaluated.
No significant structural concerns
suspected based on overall
condition and age of the home.

The concrete foundation in the
crawl space is fully concealed by
the vapor barrier and could not be
fully evaluated.
No significant structural concerns
suspected based on overall
condition and age of the home.

The concrete foundation in the
crawl space is fully concealed by
the vapor barrier and could not be
fully evaluated.
No significant structural concerns
suspected based on overall
condition and age of the home.

Seismic bolts
Condition
Comments

N/A X None visible
Appear satisfactory
Recommed evaluation
Building codes in Oregon required homes to be seismically bolted starting in 1974
Seismic bolting of the mud sill at the foundation is not visible due to type of construction.
Post and beam construction practice consists of subfloor installed directly onto the mudsill preventing
verification of seismic bolting.
The mudsill appeared to be recessed into the concrete and was not visible anywhere throughout the crawl
space
Seismic bolting should be present but could not be verified

Drainage
Yes X No Operable:
Yes
No
Pump not tested
Sump pump
No
Not Visible
Standing water X Yes
Yes X No
Evidence of moisture damage
Moisture staining was observed on top of the vapor barrier throughout the crawl space with the highest
Comments
concentrations observed on the South and East sides of the home
Small pockets of standing water were observed in the crawl space on the South and NW sides of the home
at time of inspection.
Recommend monitoring the crawl space for increasing amounts water and mitigate as needed.
Recommend further evaluation of the property site grading and drainage by a licensed contractor as
needed.
Crawl spaces in Oregon may experience moisture intrusion periodically and should be monitored
Inspector can not predict if or when water may enter the crawl space.
This inspection is not a warranty or guarantee
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Photos

Summary item 2a
Moisture staining was observed
on top of the vapor barrier
throughout the crawl space with
the highest concentrations
observed on the South and East
sides of the home
Small pockets of standing water
were observed in the crawl space
on the South and NW sides of the
home at time of inspection.
Recommend monitoring the crawl
space for increasing amounts
water and mitigate as needed.
Recommend further evaluation of
the property site grading and
drainage by a licensed contractor
as needed.
Crawl spaces in Oregon may
experience moisture intrusion
periodically and should be
monitored
Inspector can not predict if or
when water may enter the crawl
space.
This inspection is not a warranty
or guarantee

Summary item 2a
Moisture staining was observed
on top of the vapor barrier
throughout the crawl space with
the highest concentrations
observed on the South and East
sides of the home
Small pockets of standing water
were observed in the crawl space
on the South and NW sides of the
home at time of inspection.
Recommend monitoring the crawl
space for increasing amounts
water and mitigate as needed.
Recommend further evaluation of
the property site grading and
drainage by a licensed contractor
as needed.
Crawl spaces in Oregon may
experience moisture intrusion
periodically and should be
monitored
Inspector can not predict if or
when water may enter the crawl
space.
This inspection is not a warranty
or guarantee

Summary item 2a
Moisture staining was observed
on top of the vapor barrier
throughout the crawl space with
the highest concentrations
observed on the South and East
sides of the home
Small pockets of standing water
were observed in the crawl space
on the South and NW sides of the
home at time of inspection.
Recommend monitoring the crawl
space for increasing amounts
water and mitigate as needed.
Recommend further evaluation of
the property site grading and
drainage by a licensed contractor
as needed.
Crawl spaces in Oregon may
experience moisture intrusion
periodically and should be
monitored
Inspector can not predict if or
when water may enter the crawl
space.
This inspection is not a warranty
or guarantee

Ventilation
Location
Comments

N/A
Wall vents X Foundation vents
None apparent
Many of the foundation vents around the perimeter of the home were closed at time of inspection
Closing the foundation vent screens restricts airflow through the crawl space which can create conditions
conducive to mold/mildew growth
Recommend opening the foundation vents to help maintain airflow throughout the crawl space
Damaged foundation vent screen(s) were observed in multiple areas around the perimeter of the home
Recommend repair/replacement of the foundation vent screens to keep pests from entering the crawl space.
Recommend possibly upgrading the foundation vent screens with expanded metal screening if deemed
necessary
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Photos

Summary item 1n
Many of the foundation vents
around the perimeter of the home
were closed at time of inspection
Closing the foundation vent
screens restricts airflow through
the crawl space which can create
conditions conducive to
mold/mildew growth
Recommend opening the
foundation vents to help maintain
airflow throughout the crawl
space

Summary item 1o
Damaged foundation vent
screen(s) were observed in
multiple areas around the
perimeter of the home
Recommend repair/replacement
of the foundation vent screens to
keep pests from entering the
crawl space.
Recommend possibly upgrading
the foundation vent screens with
expanded metal screening if
deemed necessary

Summary item 1o
Damaged foundation vent
screen(s) were observed in
multiple areas around the
perimeter of the home
Recommend repair/replacement
of the foundation vent screens to
keep pests from entering the
crawl space.
Recommend possibly upgrading
the foundation vent screens with
expanded metal screening if
deemed necessary

Girders/Beams/Columns
Steel X Wood
Masonry
Material
X Satisfactory
Marginal
Poor X Not Visible
Sagging/Altered
Condition
The structural framing viewed from the crawl space appeared to be in overall functional condition
Comments
The mudsill appeared to be recessed into the concrete and was not visible anywhere throughout the crawl
space
No significant structural deficiencies were apparent at time of inspection.
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Photos

The structural framing viewed
from the crawl space appeared to
be in overall functional condition
The mudsill appeared to be
recessed into the concrete and
was not visible anywhere
throughout the crawl space
No significant structural
deficiencies were apparent at
time of inspection.

The structural framing viewed
from the crawl space appeared to
be in overall functional condition
The mudsill appeared to be
recessed into the concrete and
was not visible anywhere
throughout the crawl space
No significant structural
deficiencies were apparent at
time of inspection.

The structural framing viewed
from the crawl space appeared to
be in overall functional condition
The mudsill appeared to be
recessed into the concrete and
was not visible anywhere
throughout the crawl space
No significant structural
deficiencies were apparent at
time of inspection.

Subfloor
Condition
Comments

X Not Visible
Indication of moisture stains/rotting
Insulation limits the ability to evaluate the subfloor in the crawl space.
Insulation was removed in select areas to inspect around plumbing/waste lines.
No evidence of significant moisture staining or decay was visible at time of inspection.
Insulation was generally left undisturbed during the process of inspecting the home.
The subfloor, mudsill and beams concealed by insulation should not be considered fully evaluated
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Photos

Insulation limits the ability to
evaluate the subfloor in the crawl
space.
Insulation was removed in select
areas to inspect around
plumbing/waste lines.
No evidence of significant
moisture staining or decay was
visible at time of inspection.
Insulation was generally left
undisturbed during the process of
inspecting the home.
The subfloor, mudsill and beams
concealed by insulation should
not be considered fully evaluated

Insulation limits the ability to
evaluate the subfloor in the crawl
space.
Insulation was removed in select
areas to inspect around
plumbing/waste lines.
No evidence of significant
moisture staining or decay was
visible at time of inspection.
Insulation was generally left
undisturbed during the process of
inspecting the home.
The subfloor, mudsill and beams
concealed by insulation should
not be considered fully evaluated

Insulation limits the ability to
evaluate the subfloor in the crawl
space.
Insulation was removed in select
areas to inspect around
plumbing/waste lines.
No evidence of significant
moisture staining or decay was
visible at time of inspection.
Insulation was generally left
undisturbed during the process of
inspecting the home.
The subfloor, mudsill and beams
concealed by insulation should
not be considered fully evaluated

Insulation limits the ability to
evaluate the subfloor in the crawl
space.
Insulation was removed in select
areas to inspect around
plumbing/waste lines.
No evidence of significant
moisture staining or decay was
visible at time of inspection.
Insulation was generally left
undisturbed during the process of
inspecting the home.
The subfloor, mudsill and beams
concealed by insulation should
not be considered fully evaluated

Insulation limits the ability to
evaluate the subfloor in the crawl
space.
Insulation was removed in select
areas to inspect around
plumbing/waste lines.
No evidence of significant
moisture staining or decay was
visible at time of inspection.
Insulation was generally left
undisturbed during the process of
inspecting the home.
The subfloor, mudsill and beams
concealed by insulation should
not be considered fully evaluated

Insulation limits the ability to
evaluate the subfloor in the crawl
space.
Insulation was removed in select
areas to inspect around
plumbing/waste lines.
No evidence of significant
moisture staining or decay was
visible at time of inspection.
Insulation was generally left
undisturbed during the process of
inspecting the home.
The subfloor, mudsill and beams
concealed by insulation should
not be considered fully evaluated
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Crawl Space
Insulation
Type
Location
Comments

None
X Fiberglass
Cellulose
Rockwool
Foam
Not Visible
Fiberglass
Walls X Between floor joists/beams Other:
Insulation was displaced/missing at the subfloor in the crawl space in the Northwest corner of the home
Recommend securing insulation at the subfloor in the crawl space where missing as needed

Photos

Summary item 1p
Insulation was displaced/missing
at the subfloor in the crawl space
in the Northwest corner of the
home
Recommend securing insulation
at the subfloor in the crawl space
where missing as needed
Vapor barrier
X Yes
No
Not Visible
Improperly installed
Present
Kraft/foil faced X Plastic
Not Visible Other:
Material
X Satisfactory
Marginal
Poor
Condition
The vapor barrier in the crawl space appeared to be reasonably intact at time of inspection
Comments
Photos

The vapor barrier in the crawl
space appeared to be reasonably
intact at time of inspection

The vapor barrier in the crawl
space appeared to be reasonably
intact at time of inspection
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Plumbing
Water service
Main shut-off location Outside at curbside
Not Visible X Copper/Galv.
PVC Plastic
CPVC Plastic
Polybutylene Plastic
Water entry piping
PEX Plastic
Lead
Polyethylene
Yes
No X Unknown
Service entry
Lead other than solder joints
Galvanized
PVC Plastic
CPVC Plastic
Polybutylene Plastic
Visible water distribution piping X Copper
PEX Plastic Other:
X Satisfactory
Marginal
Poor
Condition
X
Satisfactory
Marginal
Poor
Water pressure over 80 psi
Recommend plumber evaluate
Flow
Recommend pressure regulator
Corroded
Leaking
Valves broken/missing
Dissimilar metal Cross connection:
Yes
Pipes Supply/Drain
X No
Safety Hazard
Recommend repair
Recommend a dielectric union X Satisfactory
Copper
Cast iron
Galvanized
PVC X ABS
Brass
Drain/Waste/Vent pipe
X Satisfactory
Marginal
Poor
Condition
N/A
Support/Insulation
Type:Metal strapping
Plastic strapping
No
P-traps recommended
Traps proper P-Type X Yes
X Satisfactory
Marginal
Poor
Drainage
Yes
No Leaking:
Yes
No
Interior fuel storage system X N/A
N/A
Copper
Brass X Black iron
Stainless steel
CSST
Not Visible
Galvanized
Fuel line
Recommend CSST be properly bonded
N/A X Satisfactory
Marginal
Poor
Recommend plumber evaluate
Condition
No active water or gas leaks were apparent/visible in primary plumbing lines at time of inspection.
Comments
A missing strap/pipe hanger was observed at the ABS plumbing waste line under the Master Bathroom
(appropriately)
A small section of pipe was placed under the waste line piping to provide support but should be replaced
with a proper pipe hanger
Recommend installation of a strap/pipe hanger to support the plumbing waste line piping as needed
Photos

Reference picture of the curbside
water meter/shut off valve.

Reference picture of the curbside
water meter/shut off valve.

No active water or gas leaks were
apparent/visible in primary
plumbing lines at time of
inspection.

This confidential report is prepared exclusively for Mr. & Mrs. Client
© 2019 GREATER PURPOSE HOME INSPECTIONS, LLC

123 Anywhere Street, Home Town, OR 12345 Page 42

Summary item 5a
A missing strap/pipe hanger was
observed at the ABS plumbing
waste line under the Master
Bathroom (appropriately)
A small section of pipe was
placed under the waste line
piping to provide support but
should be replaced with a proper
pipe hanger
Recommend installation of a
strap/pipe hanger to support the
plumbing waste line piping as
needed
Main fuel shut-off location
N/A
On the side exterior wall
Location
Gas meter on exterior of home.
Comments
Photos

Reference picture of the natural
gas service meter on the North
side of the home
Water heater
N/A
Brand Name:Bradford White
Serial #: ME4773097
Capacity:50 gallon capacity
Approx. age:Manufactured 05/1995 according to the serial number date code
X Gas
Electric
Oil
LP Other:
Type
No
N/A
Combustion air venting present X Yes
Yes X No
N/A
Seismic restraints needed
General
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Plumbing
Water heater cont.
X Yes
No Extension proper:
Yes X No
Missing X Recommend repair
Improper material
Relief valve
N/A X Satisfactory
Pitch proper
Improper
Rusted
Recommend repair
Vent pipe
X Satisfactory
Marginal
Poor
Condition
The installed water heater appeared to be functioning properly at time of inspection.
Comments
Hot water was effectively delivered to all necessary points throughout the home.
The water heater is approximately 24 years old at time of inspection.
The typical lifespan for a water heater is approximately 10-12 years depending on maintenance.
The installed water heater appeared to be functioning properly at time of inspection.
Hot water was effectively delivered to all necessary points throughout the home.
Recommend budgeting for a replacement due to age of equipment
The temperature/pressure relief drain line at the water heater is installed to an improper height at
approximately 11" from the garage floor
Water heater TPR valve drain lines should be installed to within 4" to 6" of the finished floor height or to the
exterior
Recommend extending the 3/4" copper TPR drain line to the required height or to the exterior of the home
No sediment trap was installed at the gas line after the gas shut off valve at the water heater.
Recommend installation of a sediment trap in the gas line after the gas shut off valve to protect the
equipment gas valve/regulator from any foreign debris or contaminants in the natural gas supply as is
required
Photos

Reference picture of the Bradford
White gas water heater in the
garage

Reference picture of the water
heater rating label

The installed water heater
appeared to be functioning
properly at time of inspection.
Hot water was effectively
delivered to all necessary points
throughout the home.
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Summary item 3
The water heater is approximately
24 years old at time of inspection.
The typical lifespan for a water
heater is approximately 10-12
years depending on maintenance.
The installed water heater
appeared to be functioning
properly at time of inspection.
Hot water was effectively
delivered to all necessary points
throughout the home.
Recommend budgeting for a
replacement due to age of
equipment

Summary item 5b
The temperature/pressure relief
drain line at the water heater is
installed to an improper height at
approximately 11" from the
garage floor
Water heater TPR valve drain
lines should be installed to within
4" to 6" of the finished floor height
or to the exterior
Recommend extending the 3/4"
copper TPR drain line to the
required height or to the exterior
of the home

Summary item 5c
No sediment trap was installed at
the gas line after the gas shut off
valve at the water heater.
Recommend installation of a
sediment trap in the gas line after
the gas shut off valve to protect
the equipment gas valve/regulator
from any foreign debris or
contaminants in the natural gas
supply as is required
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Heating System
Heating system
Brand name:Lennox
Unit #1
Approx. age:Manufactured 1995 according to the serial number date code
Unknown Model #: G20RQ2/3E-50-5 Serial #: 5805C20880
Satisfactory X Marginal
Poor
Recommended HVAC technician examine
LP
Oil
Electric
Solid fuel
Energy source X Gas
Belt drive X Direct drive
Gravity
Central system
Floor/wall furnace
Warm air system
N/A
Sealed
X
Not
Visible
Visual
w/mirror
Flame
distortion
Rusted
Heat exchanger
Carbon/soot buildup
Detected at plenum
Detected at register
Not tested
Carbon monoxide X N/A
Tester:UEI Test Instruments.
N/A X Yes
No
Combustion air venting present
Disconnect: X Yes
No X Normal operating and safety controls observed Gas shut off valve: X Yes
Controls
No
Metal duct X Insulated flex duct
Cold air returns
Duct board
Asbestos-like wrap
Distribution
Safety Hazard
N/A X Satisfactory
Rusted
Improper slope
Safety hazard
Recommend repair/replace
Flue piping
Standard
Electrostatic X Satisfactory
Needs cleaning/replacement
Missing
Filter
X Electronic (not tested)
Did not fire Proper operation: X Yes
No
Not tested
When turned on by thermostat X Fired
X N/A
Supplemental electric
Supplemental gas
Heat pump
Satisfactory
Marginal
Poor Water/Sand Observed:
Yes
No
Sub-slab ducts X N/A
Exterior temperature Other:
System not operated due to X N/A
Comments
The gas furnace was tested and appeared to be in normal working order at the time of the inspection.
No CO leakage was observed using a UEI manufactured handheld CO monitor
Recommend performing annual maintenance to help keep the HVAC system running at peak efficiency and to prevent
premature failure of the equipment
The gas furnace is approximately 24 years old at time of inspection
The typical lifespan for a gas furnace is approximately 20-25 years depending on maintenance & usage.
Recommend budgeting for a replacement furnace due to age of equipment
Missing insulation was observed at the sheet metal HVAC ducting in various areas of the crawl space
Recommend insulating any/all exposed HVAC ducts in the crawl space as needed
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Photos

Reference picture of the Lennox
gas furnace in the garage

Reference picture of the gas
furnace rating label

The gas furnace was tested and
appeared to be in normal working
order at the time of the
inspection.
No CO leakage was observed
using a UEI manufactured
handheld CO monitor
Recommend performing annual
maintenance to help keep the
HVAC system running at peak
efficiency and to prevent
premature failure of the
equipment

The gas furnace was tested and
appeared to be in normal working
order at the time of the
inspection.
No CO leakage was observed
using a UEI manufactured
handheld CO monitor
Recommend performing annual
maintenance to help keep the
HVAC system running at peak
efficiency and to prevent
premature failure of the
equipment

Summary item 3a
The gas furnace is approximately
24 years old at time of inspection
The typical lifespan for a gas
furnace is approximately 20-25
years depending on maintenance
& usage.
Recommend budgeting for a
replacement furnace due to age
of equipment

Summary item 6
Missing insulation was observed
at the sheet metal HVAC ducting
in various areas of the crawl
space
Recommend insulating any/all
exposed HVAC ducts in the crawl
space as needed
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AC/Heat Pump
AC/Heat Pump
AC/Heat Pump

N/A
Location:West/Exterior
Brand:Lennox
Model #:HS29-261-2P
Serial #: 5896D 42510
Approximate Age:Manufactured 1996 according to the serial number date code
Satisfactory X Marginal
Poor
Cabinet/housing rusted
Condition
Gas Other:
Energy source X Electric
X Air cooled
Water cooled
Geothermal
Heat pump
Unit type
No Maximum fuse/breaker rating (amps): 20a Fuses/Breakers installed (amps): 20a
Outside Disconnect X Yes
Improperly sized fuses/breakers
X Yes
No
Recommend re-level unit
Level
Damaged
Need cleaning X Oxidized
Damaged Refrigerant Line
Satisfactory
Condenser Fins
X Yes
No
Replace
Insulation
No
Improper Clearance (air flow) X Yes
The air conditioner was tested and appeared to be functioning properly at time of inspection.
Comments
Normal operating temperatures were observed at time of inspection.
The installed air conditioner is approximately 23 years old at time of inspection
The typical lifespan of an air conditioner is approximately 14 years depending on maintenance.
The air conditioner was tested and appeared to be functioning properly at time of inspection.
Normal operating temperatures were observed at time of inspection.
Oxidation was observed on the air conditioner condensing coils which should be expected for the age
Recommend budgeting for a replacement air conditioner due to age of equipment
Photos

Reference picture of the Lennox
air condition (R-22 refrigerant)

Reference picture of the air
conditioner rating label

The air conditioner was tested
and appeared to be functioning
properly at time of inspection.
Normal operating temperatures
were observed at time of
inspection.
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Summary item 3b
The installed air conditioner is
approximately 23 years old at
time of inspection
The typical lifespan of an air
conditioner is approximately 14
years depending on maintenance.

Summary item 3b
The installed air conditioner is
approximately 23 years old at
time of inspection
The typical lifespan of an air
conditioner is approximately 14
years depending on maintenance.

The air conditioner was tested
and appeared to be functioning
properly at time of inspection.
Normal operating temperatures
were observed at time of
inspection.
Oxidation was observed on the
air conditioner condensing coils
which should be expected for the
age
Recommend budgeting for a
replacement air conditioner due
to age of equipment

The air conditioner was tested
and appeared to be functioning
properly at time of inspection.
Normal operating temperatures
were observed at time of
inspection.
Oxidation was observed on the
air conditioner condensing coils
which should be expected for the
age
Recommend budgeting for a
replacement air conditioner due
to age of equipment
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Electrical Panel
Main panel
Garage
Location
X Satisfactory
Poor
Condition
No
Adequate Clearance to Panel X Yes
Unknown
60a
100a
150a X 200a
400a
120v/240v
Amperage/Voltage
Fuses
Breakers/Fuses X Breakers
No
Not Visible
Appears grounded X Yes
Yes X No Operable:
Yes
No
GFCI breaker
Yes X No Operable:
Yes
No
Not Tested
AFCI breaker
Copper X Aluminum
Not Visible
Double tapping of the main wire Condition: X Satisfactory
Main wire
Marginal
Poor
X Copper
Aluminum X Solid Branch Aluminum Wiring
Not Visible X Safety Hazard
Branch wire
Poor
Recommend electrician evaluate/repair X Romex
BX cable
Branch wire condition X Satisfactory
Conduit
Knob/Tube
Double tapping
Wires undersized/oversized breaker/fuse
Panel not accessible
Not evaluated
Reason:
Panel size appeared to be compatible to service size.
Comments
Branch breaker distribution appeared normal.
Accessible/visible electrical outlets were grounded and had proper polarity except as noted
No signs of overheating were evident at the time of the inspection.
Photos

Reference picture of the electrical
panel box

Interior image of the electrical
panel box/wiring.

Infrared image of the electrical
panel box/wiring.
No signs of overheating were
evident with an infrared camera,
thermal probe and visual
inspection.

Sub panel(s)
Branch wire
Condition
Comments

X None evaluated
Copper
Aluminum
Safety hazard Neutral/ground separated:
Yes
No
Satisfactory
Marginal
Poor
The detached shop and associated electrical systems were not evaluated

Yes

No Neutral isolated:
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Smoke/Carbon Monoxide Alarms
Smoke/Carbon Monoxide Alarms
Not Present Operable: X Yes
No
Not tested X Recommend additional
Smoke Detector X Present
Safety Hazard
Present X Not Present Operable:
Yes
No
Not tested X Recommend additional
CO Detector
X Safety Hazard
The hardwired smoke alarm in the hallway was replaced with a battery operated smoke alarm
Comments
Oregon requirements dictate that smoke alarms must be replaced with hardwired units if wiring is present
Recommend replacement of the battery operated smoke alarm with a hardwired smoke alarm as required.
No carbon monoxide alarms were present/visible within 15' of the bedrooms at time of inspection.
CO alarms are required in homes that meet the following criteria
Homes that contain a CO source (gas service, attached garages and/or fireplaces/stoves)
2011 or newer homes, regardless of the presence of a CO source.
Existing home undergoes reconstruction, alteration, or repair in which a building permit is required.
Recommend installation of a carbon monoxide alarm within 15' of all sleeping areas in the home.
It is a recommended best practice to have CO alarms in each bedroom as ductwork from CO sources often
goes directly to bedrooms, bypassing hallways outside of sleeping areas.
Photos

Summary item 4
The hardwired smoke alarm in
the hallway was replaced with a
battery operated smoke alarm
Oregon requirements dictate that
smoke alarms must be replaced
with hardwired units if wiring is
present
Recommend replacement of the
battery operated smoke alarm
with a hardwired smoke alarm as
required.
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Garage/Carport
Type
Type
Comments

None
X Attached
2-car

Detached

1-Car X 2-Car

3-Car

4-Car

Carport

Automatic Opener
None
N/A
X Operable
Inoperable
Operation
The automatic garage door opener was tested and appeared to be functional at time of inspection
Comments
Photos

The automatic garage door
opener was tested and appeared
to be functional at time of
inspection
Safety Reverse
Operation
Comments
Photos

None
N/A
X Operable
Not Operable
Need(s) adjusting
Safety hazard
X Photo eyes and pressure reverse tested
The overhead garage door opener safety features were tested and appeared to be functional unless noted

The overhead garage door
opener safety features were
tested and appeared to be
functional unless noted
Floor
Material
Condition

X Concrete
Gravel
Asphalt
X Satisfactory
Typical cracks

Dirt Other:
Large settling cracks

Recommend evaluation/repair
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Garage/Carport
Floor cont.
Safety hazard
Condition cont.
Yes
No
Source of Ignition within 18" of the floor X N/A
The concrete slab in the garage appeared to be in overall usable condition where visible
Comments
Photos

The concrete slab in the garage
appeared to be in overall usable
condition where visible
Sill Plates
Type
Condition
Comments
Photos

None X Not Visible
Floor level
Elevated
Rotted/Damaged
Recommend repair
The sill plates in the garage were not visible due to the installed wall coverings and could not be evaluated.

The sill plates in the garage were
not visible due to the installed
wall coverings and could not be
evaluated.

The sill plates in the garage were
not visible due to the installed
wall coverings and could not be
evaluated.

Overhead Door(s)
N/A
Wood
Fiberglass
Masonite X Metal
Recommend repair
Material
Satisfactory X Marginal
Poor
Hardware loose
Safety Cable Recommended
Condition
Weatherstripping missing/damaged
Loose/missing
Yes X No
Recommend Priming/Painting Inside & Edges
Damaged/cracked panels were observed at the overhead garage door
Comments
The damaged door panels did not appear to affect the overall operation of the overhead garage door.
Recommend repair or replacement of the damaged garage door panels or completely replace the overhead
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Garage/Carport
Overhead Door(s) cont.
Comments cont. door as needed
Photos

Reference picture of the
overhead garage door

Summary item 1q
Damaged/cracked panels were
observed at the overhead garage
door
The damaged door panels did not
appear to affect the overall
operation of the overhead garage
door.
Recommend repair or
replacement of the damaged
garage door panels or completely
replace the overhead door as
needed

Summary item 1q
Damaged/cracked panels were
observed at the overhead garage
door
The damaged door panels did not
appear to affect the overall
operation of the overhead garage
door.
Recommend repair or
replacement of the damaged
garage door panels or completely
replace the overhead door as
needed

Exterior Service Door
X None
Satisfactory
Marginal
Poor
Damaged/Rusted
Condition
No exterior service door/man door at the garage.
Comments
Electrical Receptacles
X Yes
No
Not Visible Operable: X Yes
No
Yes X No
Reverse polarity
Yes X No
Safety Hazard
Open ground
No Operable: X Yes
No
Handyman/extension cord wiring
GFCI Present X Yes
Recommend GFCI Receptacles
The electrical outlets in the garage are GFCI protected and appeared to be functioning properly at time of
Comments
inspection
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Photos

The electrical outlets in the
garage are GFCI protected and
appeared to be functioning
properly at time of inspection
Fire Separation Walls & Ceiling
N/A X Present
Missing X Recommend repair
Satisfactory X Recommend repair
Holes walls/ceiling
Safety hazard(s)
Condition
Yes X No
Moisture Stains Present
Yes X No
Typical Cracks
Not verifiable
Not a fire door
Needs repair X Satisfactory
Fire door
N/A
Satisfactory
Inoperative X Missing
Self closure
The fire separation between the garage and main living space appeared to be intact and in overall adequate
Comments
condition unless noted
The attic access panel at the pull down ladder in the garage was plywood which may not be properly fire
rated.
Recommend installing minimum 1/2 inch thick gypsum panel at the attic access or apply a fire rated coating
if needed to maintain proper fire separation.
The door separating the garage from the living space may be a hollow core door which would not be
adequately fire rated
Recommend replacing the door between the garage and living space with a fire rated door for safety as
needed
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Photos

The fire separation between the
garage and main living space
appeared to be intact and in
overall adequate condition unless
noted

Summary item 4b
The attic access panel at the pull
down ladder in the garage was
plywood which may not be
properly fire rated.
Recommend installing minimum
1/2 inch thick gypsum panel at
the attic access or apply a fire
rated coating if needed to
maintain proper fire separation.

Summary item 4c
The door separating the garage
from the living space may be a
hollow core door which would not
be adequately fire rated
Recommend replacing the door
between the garage and living
space with a fire rated door for
safety as needed
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Kitchen
Countertops
Condition
Comments

X Satisfactory
Marginal
Recommend repair/caulking
Kitchen countertops appeared to be in overall usable condition
Kitchen countertops have normal wear for the age

Photos

Kitchen countertops appeared to
be in overall usable condition
Kitchen countertops have normal
wear for the age
Cabinets
Condition
Comments

X Satisfactory
Marginal
Recommend repair/adjustment
Kitchen cabinets appeared to be in overall usable condition
Kitchen cabinets have normal wear for the age

Photos

Kitchen cabinets appeared to be
in overall usable condition
Kitchen cabinets have normal
wear for the age
Plumbing
Yes X No
Faucet Leaks
Yes X No
Pipes leak/corroded
X
Satisfactory
Corroded
Chipped
Cracked
Recommend repair
Sink/Faucet
Marginal
Poor
Functional drainage X Satisfactory
Marginal
Poor
Functional flow X Satisfactory
Comments
Water flow was normal with several fixtures operated at the same time.
There were no visible active piping leaks at the time of the inspection.
Drain lines had no visible leaks or signs of backup at the time of inspection.
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Photos

Water flow was normal with
several fixtures operated at the
same time.
There were no visible active
piping leaks at the time of the
inspection.
Drain lines had no visible leaks or
signs of backup at the time of
inspection.

Water flow was normal with
several fixtures operated at the
same time.
There were no visible active
piping leaks at the time of the
inspection.
Drain lines had no visible leaks or
signs of backup at the time of
inspection.

Water flow was normal with
several fixtures operated at the
same time.
There were no visible active
piping leaks at the time of the
inspection.
Drain lines had no visible leaks or
signs of backup at the time of
inspection.

Walls & Ceiling
X Satisfactory
Marginal
Poor
Typical cracks
Moisture stains
Condition
Kitchen wall, ceiling & floor coverings appeared to be in overall adequate condition unless noted
Comments
No representation can be made for any issues concealed by ceiling, wall or floor coverings.
Photos

Kitchen wall, ceiling & floor
coverings appeared to be in
overall adequate condition unless
noted
No representation can be made
for any issues concealed by
ceiling, wall or floor coverings.
Heating/Cooling Source
X Yes
No
Heat source present in/adjacent to the kitchen
Comments
Floor
Condition
Comments

X Satisfactory
Marginal
Poor
Sloping
Squeaks
Kitchen wall, ceiling & floor coverings appeared to be in overall adequate condition unless noted
No representation can be made for any issues concealed by ceiling, wall or floor coverings.
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Kitchen
Floor cont.
Comments cont.

Moisture levels at the subfloor in front of the refrigerator/freezer and the dishwasher appeared to be
within a normal range at time of inspection unless noted
Moisture levels were observed utilizing a pinless moisture meter
Inspector cannot move appliances or disturb the floor/wall/ceiling coverings or move insulation at the
subfloor
No representation can be made for any issues concealed by ceiling, wall or floor coverings.

Photos

Kitchen wall, ceiling & floor
coverings appeared to be in
overall adequate condition unless
noted
No representation can be made
for any issues concealed by
ceiling, wall or floor coverings.

Moisture levels at the subfloor in
front of the refrigerator/freezer
and the dishwasher appeared to
be within a normal range at time
of inspection unless noted
Moisture levels were observed
utilizing a pinless moisture meter
Inspector cannot move
appliances or disturb the
floor/wall/ceiling coverings or
move insulation at the subfloor
No representation can be made
for any issues concealed by
ceiling, wall or floor coverings.

Moisture levels at the subfloor in
front of the refrigerator/freezer
and the dishwasher appeared to
be within a normal range at time
of inspection unless noted
Moisture levels were observed
utilizing a pinless moisture meter
Inspector cannot move
appliances or disturb the
floor/wall/ceiling coverings or
move insulation at the subfloor
No representation can be made
for any issues concealed by
ceiling, wall or floor coverings.

Appliances
N/A
Not tested Operable: X Yes
No
Disposal
N/A
Not tested Operable: X Yes
No
Oven
N/A
Not tested Operable: X Yes
No
Range
N/A
Not tested Operable: X Yes
No
Dishwasher
Not tested Operable:
Yes
No
Trash Compactor X N/A
N/A
Not tested Operable: X Yes
No
Exhaust fan
N/A
Not tested Operable: X Yes
No
Refrigerator
X N/A
Not tested Operable:
Yes
No
Microwave
Yes X No
Dishwasher airgap
No
Dishwasher drain line looped X Yes
X
Yes
No
Operable:
X Yes
No
Receptacles present
X Yes
No Operable: X Yes
No Recommend GFCI Receptacles:
Yes
GFCI
Potential Safety Hazard(s)
Yes X No
Potential Safety Hazard
Open ground/Reverse polarity:
Comments
Appliances only tested for operation, working or not.
Quality or extent of operation not part of testing or inspection
The installed dishwasher was tested on the "normal cycle and appeared to be functional
No evidence of water leakage was observed under the dishwasher

No
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Kitchen
Appliances cont.
Comments cont. The kitchen range/oven was tested and appeared to be functional
The built-in microwave was tested and appeared to be functional
The kitchen exhaust fan was tested and appeared to be functional
The installed garbage disposal was tested and appeared to be functional
The refrigerator/freezer was evaluated and appeared to be functional
No anti-tip bracket was installed at the kitchen range/oven.
Recommend installation of an anti-tip bracket at the kitchen range/oven.
The electrical wiring at the garbage disposal in the kitchen was installed without a protective grommet/romex
connector which could allow for friction damage
Recommend installation of a protective grommet/romex connector to protect the wire sheathing at the garbage
disposal wiring connection.
Photos

The installed dishwasher was
tested on the "normal cycle and
appeared to be functional
No evidence of water leakage
was observed under the
dishwasher

The installed dishwasher was
tested on the "normal cycle and
appeared to be functional
No evidence of water leakage
was observed under the
dishwasher

The kitchen range/oven was
tested and appeared to be
functional

The kitchen exhaust fan was
tested and appeared to be
functional

The installed garbage disposal
was tested and appeared to be
functional

The built-in microwave was tested
and appeared to be functional
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The refrigerator/freezer was
evaluated and appeared to be
functional

The refrigerator/freezer was
evaluated and appeared to be
functional

Summary item 4d
No anti-tip bracket was installed
at the kitchen range/oven.
Recommend installation of an
anti-tip bracket at the kitchen
range/oven.

Summary item 7
The electrical wiring at the
garbage disposal in the kitchen
was installed without a protective
grommet/romex connector which
could allow for friction damage
Recommend installation of a
protective grommet/romex
connector to protect the wire
sheathing at the garbage disposal
wiring connection.
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Laundry Room
Laundry Room
No
Laundry sink X Yes
Yes X No
Faucet leaks
Yes X No
Not Visible
Pipes leak
Yes X No
Potential Safety Hazard
Cross connections
No
Heat source present X Yes
No
Room vented X Yes
N/A
Wall
Ceiling X Floor
Not vented
Plastic dryer vent not recommended
Dryer vented
Not vented to exterior
Recommend repair
Safety hazard
Open ground/reverse polarity:
Yes X No
Safety hazard
Electrical
Yes X No Operable:
Yes
No X Recommend GFCI Receptacles
GFCI present
Washer
Dryer
Water heater
Furnace/Boiler X None
Appliances
Leaking
Corroded X Not Visible
Washer hook-up lines/valves X Satisfactory
X
N/A
Yes
No
Cap
Needed
Safety hazard
Not Visible
Gas shut-off valve
The
electrical
switches/outlets
were
tested
and
appeared
to
be
functional
at time of inspection.
Comments
The laundry room exhaust fan was tested and appeared to be functional at time of inspection.
No active water leaks were observed In the laundry room at time of inspection.
Moisture levels at the subfloor in the laundry room appeared to be within a normal range at time of
inspection unless noted
Moisture levels were observed utilizing a pinless moisture meter
Photos

Reference picture of the laundry
room

No active water leaks were
observed In the laundry room at
time of inspection.

No active water leaks were
observed In the laundry room at
time of inspection.
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No active water leaks were
observed In the laundry room at
time of inspection.

Moisture levels at the subfloor in
the laundry room appeared to be
within a normal range at time of
inspection unless noted
Moisture levels were observed
utilizing a pinless moisture meter
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Bathroom
Bathroom
Sinks
Tubs
Showers
Toilet
Whirlpool

Faucet leaks:
Yes X No Pipes leak:
Yes X No
N/A Faucet leaks:
Yes X No Pipes leak:
Yes X No X Not Visible
N/A Faucet leaks:
Yes X No Pipes leak:
Yes X No X Not Visible
Bowl loose:
Yes X No Operable: X Yes
No
Cracked bowl
Toilet leaks
Yes X No Operable:
Yes
No
Not tested
No access door GFCI:
Yes
No
GFCI Recommended
Ceramic/Plastic X Fiberglass
Masonite Other: Condition: X Satisfactory
Marginal
Shower/Tub area
Poor
Rotted floors
X Satisfactory
Marginal
Poor
Drainage
X Satisfactory
Marginal
Poor
Water flow
Yes X No
Walls
Ceilings
Cabinetry
Moisture stains present
X Satisfactory
Marginal
Poor
Doors
X None
Satisfactory
Marginal
Poor
Window
No Operable: X Yes
No
Receptacles present X Yes
X Yes
No Operable: X Yes
No
Recommend GFCI
GFCI
Yes X No
Potential Safety Hazard
Open ground/Reverse polarity
No
Heat source present X Yes
X Yes
No Operable: X Yes
No
Noisy
Exhaust fan
Windows & doors (where applicable) appear to be in overall satisfactory condition unless noted.
Comments
Electrical switches/outlets were tested and appear to be functioning properly at time of inspection unless
noted
No active water leakage was apparent at time of inspection unless noted.
Moisture levels at the subfloor appeared to be within a normal range at time of inspection unless noted
Moisture levels were observed utilizing a pinless moisture meter
The cradle for the shower massager/shower head in the central bathroom was missing
Recommend installation of a replacement shower head cradle or complete shower head as deemed
necessary
Photos

Reference picture of the
Bathroom

No active water leakage was
apparent at time of inspection
unless noted.

No active water leakage was
apparent at time of inspection
unless noted.
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No active water leakage was
apparent at time of inspection
unless noted.

Moisture levels at the subfloor
appeared to be within a normal
range at time of inspection unless
noted
Moisture levels were observed
utilizing a pinless moisture meter

Moisture levels at the subfloor
appeared to be within a normal
range at time of inspection unless
noted
Moisture levels were observed
utilizing a pinless moisture meter

Summary item 5d
The cradle for the shower
massager/shower head in the
central bathroom was missing
Recommend installation of a
replacement shower head cradle
or complete shower head as
deemed necessary

Moisture levels at the subfloor
appeared to be within a normal
range at time of inspection unless
noted
Moisture levels were observed
utilizing a pinless moisture meter
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Master Bathroom
Master Bathroom
Faucet leaks: X Yes
No Pipes leak:
Yes X No
Sinks
X N/A Faucet leaks:
Yes
No Pipes leak:
Yes
No
Not Visible
Tubs
N/A Faucet leaks:
Yes X No Pipes leak:
Yes X No
Not Visible
Showers
Bowl loose:
Yes X No Operable: X Yes
No
Cracked bowl
Toilet leaks
Toilet
Yes X No Operable:
Yes
No
Not tested
No access door GFCI:
Yes
No
Whirlpool
GFCI Recommended
Ceramic/Plastic X Fiberglass
Masonite Other: Condition: X Satisfactory
Marginal
Shower/Tub area
Poor
Rotted floors
X Satisfactory
Marginal
Poor
Drainage
X Satisfactory
Marginal
Poor
Water flow
Yes X No
Walls
Ceilings
Cabinetry
Moisture stains present
X Satisfactory
Marginal
Poor
Doors
X None
Satisfactory
Marginal
Poor
Window
No Operable: X Yes
No
Receptacles present X Yes
X Yes
No Operable: X Yes
No
Recommend GFCI
GFCI
Yes X No
Potential Safety Hazard
Open ground/Reverse polarity
No
Heat source present X Yes
X Yes
No Operable: X Yes
No X Noisy
Exhaust fan
Windows & doors (where applicable) appear to be in overall satisfactory condition unless noted.
Comments
Electrical switches/outlets were tested and appear to be functioning properly at time of inspection unless
noted
No active water leakage was apparent at time of inspection unless noted.
Moisture levels at the subfloor appeared to be within a normal range at time of inspection unless noted
Moisture levels were observed utilizing a pinless moisture meter
The exhaust fan in the Master Bathroom was functional when tested but was noisy indicating the fan may be
nearing the end of its useful life
Recommend budgeting for or replacing the Bathroom exhaust fan as deemed necessary
Water leakage was observed around the hot water faucet handle at the sink in the Master Bathroom
Recommend further evaluation/repair by a licensed plumbing contractor
Photos

Reference picture of the Master
Bathroom

No active water leakage was
apparent at time of inspection
unless noted.

No active water leakage was
apparent at time of inspection
unless noted.
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No active water leakage was
apparent at time of inspection
unless noted.

No active water leakage was
apparent at time of inspection
unless noted.

Moisture levels at the subfloor
appeared to be within a normal
range at time of inspection unless
noted
Moisture levels were observed
utilizing a pinless moisture meter

Moisture levels at the subfloor
appeared to be within a normal
range at time of inspection unless
noted
Moisture levels were observed
utilizing a pinless moisture meter

Moisture levels at the subfloor
appeared to be within a normal
range at time of inspection unless
noted
Moisture levels were observed
utilizing a pinless moisture meter

Summary item 3c
The exhaust fan in the Master
Bathroom was functional when
tested but was noisy indicating
the fan may be nearing the end of
its useful life
Recommend budgeting for or
replacing the Bathroom exhaust
fan as deemed necessary
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Summary item 5e
Water leakage was observed
around the hot water faucet
handle at the sink in the Master
Bathroom
Recommend further
evaluation/repair by a licensed
plumbing contractor
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Interior Rooms
Interior Rooms
Walls & Ceiling
Moisture stains

X Satisfactory
Marginal
Poor X Typical cracks
Damage
X Yes
No
Where:Moisture staining was observed at the Sheetrock ceilings throughout the home and the garage
due to past water leaks prior to the recent roof replacement
X Satisfactory
Marginal
Poor
Squeaks
Slopes
Tripping hazard
Floor
X None
Satisfactory
Marginal
Poor
Recommend repair/replace
Ceiling fan
Switches: X Yes
No X Operable Receptacles: X Yes
No X Operable
Electrical
Open ground/Reverse polarity:
Yes X No
Safety hazard
Cover plates missing
No Holes:
Doors
Walls
Ceilings
Heating source present X Yes
None X Satisfactory
Marginal
Poor
Cracked glass
Broken/Missing hardware
Doors
None X Satisfactory X Marginal
Poor
Cracked glass X Evidence of leaking insulated glass
Windows
Broken/Missing hardware
Windows & doors (where applicable) appear to be in overall satisfactory/functional condition unless noted.
Comments
Outlets & switches were tested (where accessible) and appeared to be functioning properly unless noted.
No representation can be made for any issues concealed by ceiling, wall or floor coverings.
Cosmetic blemishes typical for previously occupied homes were observed throughout the home
Moisture staining was observed at the Sheetrock ceilings throughout the home and the garage due to past
water leaks prior to the recent roof replacement
Cosmetic issues are not part of a home inspection in Oregon and were only partially documented as a
courtesy
Recommend repair of any/all cosmetic blemishes throughout the home as deemed necessary
Photos

Reference picture of the Living
Room

Reference picture of the Dining
Room

Reference picture of the
Northeast Bedroom

Reference picture of the Master
Bedroom (Northwest)

Reference picture of the East
Bedroom
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Pests/Wood Destroying Pests
Pests/Wood Destroying Pests
Pests/Wood Destroying Pests
Comments

X Rodents
Termites
Carpenter Ants
Wood Boring Beetles
Bees/Wasps
X Cellulose Debris
None Apparent
Conditions regarding pests/wood destroying organisms can change rapidly.
Recommend periodic general evaluation by a licensed pest control applicator
No representation can be made for any issues concealed by ceilings, walls, flooring or insulation.
Cellulose debris (wood scrap) was observed in various locations throughout the crawl space.
Cellulose debris on the crawl space floor is an attractant for wood destroying insects.
Recommend removal of any/all cellulose debris from the crawl space
Evidence of past/possibly current rodent activity (minimal droppings) were observed in the crawl space
Rodents may be accessing the crawl space through damaged/missing foundation vent screens
Recommend sealing any/all potential access points around the exterior of the home
Recommend monitoring for rodent activity or consult a licensed pest applicator for further evaluation

Photos

Summary item 9
Cellulose debris (wood scrap)
was observed in various locations
throughout the crawl space.
Cellulose debris on the crawl
space floor is an attractant for
wood destroying insects.
Recommend removal of any/all
cellulose debris from the crawl
space

Summary item 9a
Evidence of past/possibly current
rodent activity (minimal
droppings) were observed in the
crawl space
Rodents may be accessing the
crawl space through
damaged/missing foundation vent
screens
Recommend sealing any/all
potential access points around
the exterior of the home
Recommend monitoring for
rodent activity or consult a
licensed pest applicator for further
evaluation
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